
Louisville, KY Equipment Info

Equipment specification items Slitter Slitter

Year of manufacture 1996 1986
Manufacturer Braner Union Engineering

Description of commodities
HRPO, CR, GI, 

Coated Steel
HRPO, CR, GI, 

Coated Steel
Tensile of strength (Mga) 980 760

Thickness of material (mm) ( 0.5 mm ) ~ ( 9.0 mm ) 1.2 mm ~ 6.4 mm
Min. width MC (mm) 610 mm 610 mm
Max. width MC (mm) 1875 mm 1530 mm
Max. coil weight (MT) 32 20

Coil ID (mm）
Entry 508-610-710-762 

Exit - 508-610
Entry 508-610-710-762 

Exit - 508-610
Coil OD(mm） 1,830 1,725

Min. slit width (mm) 40 50
No. of slitting (strip) 30 pending gauge 15 pending gauge

Tension unit type Tension Pad Tension Pad
Cutting tolerance (mm) +/- 0.2 +/- 0.3

Cutting type Single Loop Slit / Pull Thru / Slit Assist Single Loop Slit / Pull Thru
Line Speed (Ft/Min) or (SPM) 550 / 250 400

Leveler formation 4-High Cluster Leveler
Monthly Capacity MT or SPM 9,600 MT 7,600 MT

Remarks & Characteristic
Turret ReCoiler

Two Side Inspection Two Side Inspection


